


CERTIFICATE 
No. 22 021833 0810 Rev. 00 

Model(s): 

Parameters: 

0-52606-700, 0-52608-700, 0-52610-700, 0-53109-x00,

0-53112-x00, 0-53115-x00, 0-53118-x00, 0-53121-x00,

0-53125-x00, 0-53126-x01, 0-53127-x01, 0-53136-x01,

0-53137-x01, 0-53148-x00, 0-53150-x00, 0-53164-x00,

0-53182-x00, 0-53215-x00, 0-53218-x00, 0-53302-501,

0-55110-xOO, 0-55120-x00, 0-5521 0-x03, 0-55220-x04,

0-55360-x02, 0-55365-x02, 0-55390-x01, 0-55400-x00,

0-55411-x02, 0-55414-x01, 0-55449-500, 0-55450-500,

0-55451-500, 0-55462-500, 0-56651-000, 0-56653-000,

0-56655-000, 0-56663-000

Gymnastic frames, climbing, climbing rock & horizontal bar combinations 
are mainly made of steel or stainless steel. 
Panels, climbing wall panels with climbing holds, HPL 13/20 mm seats. 
Climbing structures with Hercules rope 016 mm or 018 mm. 
Attachment elements such as ladders and slide bars made of stainless steel or galvanised steel. 

Explanation of upright types -x: 
-5: Stainless steel tube post 0120 mm
-7: KAROLAM® glulam posts
with tubular base 0120 mm
-9: Stainless steel tube post Ø114 mm

Tested 
according to: 
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DIN EN 1176-1:2024 
EN 1176-1:2017/A1:2023 
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